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Description
- In worker's danger and building body that produce conversion of work method that
  is epoch-making as a dry-type method of construction in existing wet construction
  method in sum danger by extension of fair impact and damage region curtailment
- Construction period shortening
- Personnel expense curtailment
- Consumption tool expense curtailment
- Example of use : Elevator establishment, enamel and marble sticking,
  person establishment of the field, nuclear energy equipment establishment

Punching size Screw length Drawing strength Safety load Cutting load
(mm) (250kg/㎠ , concrete) (250kg/㎠ , con.) (250kg/㎠ , con.)

M8*50 35 25 1,850 462 1,820
M8*75 35 25 1,850 462 1,820
M8*115 55 30 1,850 462 1,820
M10*60 40 30 2,300 575 2,700
M10*75 40 30 2,300 575 2,700
M10*90 60 35 2,300 575 2,700
M10*120 60 35 2,300 575 2,700
M12*70 55 35 3,700 925 5,400
M12*100 70 50 3,700 925 5,400
M12*110 80 50 3,700 925 5,400
M12*180 80 50 3,700 925 5,400
M16*125 80 60 4,800 1,200 6,200
M16*145 100 60 4,800 1,200 6,200
M16*220 100 60 4,800 1,200 6,200
M20*150 100 70 6,700 1,675 10,300
M20*170 120 70 6,700 1,675 10,300
M20*270 120 70 6,700 1,675 10,300
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